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Suggested Specification Guidelines for GageMetal®
Specifying GageMetal® is a simple process. Follow the guidelines listed below. Complete architectural (Technical) specifications and installation guidelines can be downloaded from our website at www.gagecorp.net or contact the factory.

Item:

Gage Vertical Surfacing (GVS) – GageMetal
Design:
        Enter specified design, i.e. GM 400 (Reeds).
Finish:
      Overall color, i.e. Bronze, etc


 FORMCHECKBOX 
 FRC (fingerprint resistant) Topcoat 

Metal:

 FORMCHECKBOX 
 304 SS, 18 gauge    
 FORMCHECKBOX 
 .025” Aluminum    
 FORMCHECKBOX 
 Other: 
Size:

 FORMCHECKBOX 
 48” x 96” (122 cm x 244 cm)


 FORMCHECKBOX 
 48” x 120” (122 cm x 305 cm)


 FORMCHECKBOX 
 Other:      
System:
 FORMCHECKBOX 
 System A (Adhesive Application) flat sheet
 FORMCHECKBOX 
 System E (Extrusion) extruded reveal between mdf backed panels
 FORMCHECKBOX 
 System Z (Z bar method) mdf backed
Extrusion:
 FORMCHECKBOX 
 Standard    
 FORMCHECKBOX 
 Thin Line
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